WIRING DIAGRAM FOR WAVELOG

2 Inputs / 2 Outputs Version

Yellow Wire : Input B
Red Wire : Output B
Black Wire : Gnd

Blue Wire : Input A
Green Wire : Output A
White Wire : Gnd

35mm 3mm
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4 Inputs / 4 Outputs Version
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Cables marked
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Yellow Wire : Input B
Red Wire : Output B
Black Wire : Gnd
Blue Wire : Input A
Green Wire : Output A
White Wire : Gnd

Yellow Wire : Input D
Red Wire : Output D
Black Wire : Gnd

Blue Wire : Input C
Green Wire : Output C
White Wire : Gnd



4 Inputs / 4 Outputs_External power Version
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Yellow Wire : Input B

/ Red Wire : Output B
/ Black Wire : Gnd

Blue Wire : Input A
Green Wire : Output A
White Wire : Gnd

Cables marked

Yellow Wire : Input D
| Red Wire : Output D
Black Wire : Gnd
Blue Wire : Input C
Green Wire : Output C
White Wire : Gnd

Brown Wire : Gnd

|_{/ Orange Wire : +VCC

Coronis recommand the following External output level:
Output Ratings:

Voltage : 3to 5V Maximum

Current : 100 mA (minimum)

Note:
Switching power supply can be used.

A Caution : Make sure that the wires (Orange and Brown) are propertly attached otherwise
The polarity could be inversed.



