

FraisageCoroMill®245 : avances recommandées

	Surfaçage (Κr=45°)
	Avance par dent, fz(mm/dent)
	Epaisseur max.de copeau, hex (mm)

	CoroMill® 245
	Géométrie de plaquette
	Valeur de départ
	(min.-max.)
	Valeur de départ
	(min.-max.)

	[image: ]
	E-PL
E-ML
E-KL
	0.14
	(0.08-0.21)
	0.10
	(0.06-0.15)

	
	(CT530, H13A, H10)
	0.11
	(0.07-0.17)
	0.08
	(0.05-0.12)

	
	M-PL
M-KL
	0.17
	(0.07-0.21)
	0.12
	(0.05-0.15)

	
	M-PM
M-KM
	0.24
	(0.10-0.28)
	0.17
	(0.07-0.20)

	
	(CT530, H13A)
	0.12
	(0.08-0.18)
	0.09
	(0.06-0.13)

	
	K-MM
	0.23
	(0.10-0.28)
	0.16
	(0.07-0.20)

	
	M-PH
M-KH
	0.35
	(0.10-0.42)
	0.25
	(0.07-0.30)

	
	E-AL
	0.24
	(0.10-0.28)
	0.17
	(0.07-0.20)

	
	E Ceramic
(CC6190)
	0.21
	(0.10-0.30)
	0.15
	(0.07-0.20)

	
	E CBN
(CB50)
	0.14
	(0.07-0.21)
	0.10
	(0.06-0.15)

	
	E PCD
(CD10)
	0.14
	(0.07-0.21)
	0.10
	(0.06-0.15)
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