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Common practice examples: Accessories:

The profile end caps will be fixed
into the open ends of the profile
rails to prevent wind noise.

Cable clips may bundle loose
cables for fastening them orderly
along the profile rail.
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Profile rails Assembly instructions

Assembly examples:

%

Roof hooks: The mounting will be fastened on the roof hooks, which are
already mounted on the roof construction, by using hammer head screws.

—

Trapezoidal shoes: The mouting Clamp fastenings: Hanger bolt, solar fastener,

rail will be fastened on the trape- The mounting rail will be fastened threaded rod:

zoidal shoe by using hammer head  on the standing seam clamp or The mounting rail will be mounted

screws. folded sheet metal clamp by using on the adapter plate of the hanger
a hammer head screw. bolt, solar fastener or threaded rod

by using a hammer head screw.
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9 Profile rails Assembly instructions

Mounting the profile rail on the elevation angle:

Version 1: with profile 40 x 40 standard Version 2: Version with profile 40 x 40 light

Version 1: Version 2:

The standard version of our profile rail 40 x 40 willbe ~ When using the light version of our profile rail, fasten-

mounted by using hammer head screws M8 x 20 and ing will be effected with cross connectors, hexagon

self-locking nuts. screws M8 x 20, washers 8,4 mm and self-locking
nuts M8.

Mount screw connections and tighten with a torque of 14-16 Nm.
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