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1W LED_90

PopPack Pro battens and modules

A standards compliant, 3 hour manual test LED emergency 
conversion module for all PopPack Pro battens and 
modules luminaires (except 14W T16). Plug and play fitting, 
without the need for any tools.

Dimensions: 145 x 55 x 85 mm
Total power: 2 W
Weight: 0.4 kg
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Lamp position: EM - emergency operation
Lamps: 1 x LED_90 / 1W
Total luminous flux: 90 lm
Ballast: LED_Con Tridonic EM powerLED Basic
Connected Load: 2 W Lambda = 0.95
LOR: 1,00 ULOR: 0,00 DLOR: 1,00
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C0 C90 C180 C270
0° 262 262 262 262
5° 261 264 261 264

10° 262 257 262 257
15° 257 254 257 254
20° 251 253 251 253
25° 245 246 245 246
30° 238 237 238 237
35° 232 234 232 234
40° 225 220 225 220
45° 209 208 209 208
50° 197 197 197 197
55° 183 187 183 187
60° 171 173 171 173
65° 155 162 155 162
70° 113 148 113 148
75° 73 134 73 134
80° 37 113 37 113
85° 16 88 16 88
90° 4 49 4 49
95° 0 0 0 0

100° 0 0 0 0
105° 0 0 0 0
110° 0 0 0 0
115° 0 0 0 0
120° 0 0 0 0
125° 0 0 0 0
130° 0 0 0 0
135° 0 0 0 0
140° 0 0 0 0
145° 0 0 0 0
150° 0 0 0 0
155° 0 0 0 0
160° 0 0 0 0
165° 0 0 0 0
170° 0 0 0 0
175° 0 0 0 0
180° 0 0 0 0

Light output ratio

LOR

ULOR

DLOR

FFR

BLF

100 %

0 %

100 %

0.00 (0:100)

1.00

Glare Evaluation

X = 4 H, Y = 8 H S = 0.25 H

Reflection factors 70/50/20

UGR transversal >28

UGR axial >28

Number of Luminaires

for 500 lux

Number of Luminaires

for 300 lux
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Length = 1.6 x Width

Height 3 m 4 m 6 m

According to EN 13032-2 2004 SHR = 1

Classification

LiTG A30

EN

BZ BZ5

UTE 1.00 G

Flux Codes 38 68 91 100 100

Photometric data file: TLG_SP_0038391.ldt


